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CRAIG CEMETERY, #22011.01

TAMAS DEAK, SEP 20, 2022

REINFORCED CONCRETE STAIRS TO CEMETERY PLOTS

RETAINING WALL
LEDGE (POTENTAILLY POLISHED MARBLE) POURED IN PLACE

INSET CEDAR SLATS (3"x3") BENCH
\mmZOI END MATCHING LEDGE

PIPE HANDRAIL

g COLUMBARIUM PLAN
SCALE: 1/4"=1"=0" (11x17)
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PRECAST CONCRETE COLUMBARIUM BLOCKS

WITH SINGLE AND DOUBLE NICHES

9"x9°x9" MODULE WITH FACE PLATES (TYP.)

POTENTAIL MATERIAL: POLISHED MARBLE OR LIMESTONE

LOCATION FOR POTENATIL PLANT MOTIVE ART OR CLIMBING
PLANT INTEGRATED INTO COLUMBARIUM DESIGN
, 20-5" | 4” STONE FACING OVER
7 CONCRETE OR OTHER
APPROPRIATE FACING
MATERIAL

PIPE HANDRAIL

FGrade: +5'
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ACCESS %;,x TO BURIAL PLOTS

MATERIAL POTENTIALLY REUSED FROM
EXST mﬁ,% OR NEWLY SELECTED

FGrade: 0’

) COLUMBARIUM ELEVATION 5 COLUMBARIUM SECTION THROUGH STAIR
SCALE: 1/47=1-0" (11x17) SCALE: 1/4°=1-0" (11x17)




